
YD647 User Manual for 
 HiCo Magstrip Read/Encoder
Software install:
· Double-click on the package ---- Choose install path---- Click on the desktop shortcut

· Equipment use usb interface, pay attention to the first to install usb to RS232driver 
Magnetic stripe reader and writer software
Double-click on the package:

 Double-click setup.exe
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The main window : 
[image: image4.jpg]FileOperation Options
e |BEal

I~ EAEK T TR TERCHCTE)

€ Set Kigh cosrcivity Card C St Low cosrcivity card

Step
[ Write Track 1 Auto increnent [1 I Read Fron File Open
0 byte
™ TRACK TT DATA LENGTH(37/104)
Step
[ Write Track 2 Auto increnent |1 I Read Fron File spen
0 byte
™ TRACK TIT DATA LENGTH(104)
Step
I Mrite Track 3 Auto increment[T [ Read Fron File Open
0 byte

Status Status Tine
00 See





[image: image5.jpg]Nt

T

Second track density settings of cardl




[image: image1]
[image: image6.jpg]Serial Port:

Baud rate:

Parity:
Data bit

Stop bit:

C—
—

0K

CANCEL




[image: image7.jpg]IHE)  RE(A) BB W
|m e & 2|

5 B PC2011090605F LW
2 DVDJCD-ROM 35558
2 IDE ATA/ATAPL 1268

Ly

> MRS

B.Y %0 (comAmLeT)

7
3 L

NS
> R

83 ABERARE

O EE. NGRS
RETRERES

@ ERBTSUENE

= FIHERE

FEE

4 BrF





[image: image8.jpg]Fie Options

® WriteCard ; =]
| Readcad ]|
G e 7e)
EraseCard
[ Reset hato iner

_—




Open the device menu


Serial Port :



Users only need to set the Serial Port,，The other default

How to set the correct Serial Port:

PC transfer and magnetic stripe card reader with USB serial communication mode   
1：install usb to RS232driver

2：Plug in the device, the computer is assigned to a virtual port devices
    3：View the virtual port is what port

       Right-click the "my computer"-----"Properties"------switched to the "hardware" tab----click "Device Manager"-------found "ports (COM and LPT)"

   

Operation type of card
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Operator Message








Action type menu (read/write/erase)





Select track








Track data





High and low coercivity selection





File Browse dialog box





Read from File Open








Auto increment NO.








Write Track Auto increment
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Baud rate





Serial Port 
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Computer is  assigned to the device "COM3"
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Read card 





Write card 








Erase card 





Reset





Device parameter settings








